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DESCRIPTIVE REPORT
TO ACCOMPANY
WIRE DRAG FIELD NO. RH-~-10-2-T71
PROJECT SP~AMC-6-RU/HE~-71
WINYAH BAY ENTRANCE AND JACKSONVILLE BEACH
1971
LCDR MERRITT N. WALTER
NOAA SHIPS RUDE & HECK

AUTHORITY - Project instructions, SP-AMC-6-RU/HE-71,
Wire Drag, HECTOR WRECK near Winyah Bay Entrance, 5.C.,
and, GULF AMERICA WRECK near Jacksonville Beach, Florida
dated 14 July 1971.

CHARACTER AND LIMITS OF THE WORK - The purpose of this
project 1s to locate and clear by wire drag the HECTOR -~
WRECK, GULF AMERICA WRECK, and a 37 foot sounding.

The locality of the survey 1is (1) a one-half mile radius
from position 32° 59' 50" N 79° 05' 50" W (Reference
Chart 1238), (2) a one-half mile radius from position
300 16' 40" N 81° 13' 40" W (Reference Chart 1243),
and (3) a _one-quarter mile radius from position 30° 19’
33" N 81° 18' 17" W (Reference Chart 12U3).

v

CONTROL - Raydist control and a combination of visual
and raydist control were utilized on this survey..”

A listing of all signhals used 1is given in Attachment I. -

DATE OF SURVEY -~ Dragging for SP-AMC-6-RU/HE-T71 began
22 July 1971 and was completed 29 July 1971. .

TIDAL REDUCERS - Wire Drag at Winyah Bay Entrance -
Preliminary reduction of each days data was made using ,
predicted tides for the standard tide gage at Charleston, -
S5.C. from Eastern Daylight Savings Time.

Tide data for %ll strips was corredted as follows:
High Water (-02 27™ -0.1 rt)
Low Water (-00' 27 0,0 £t) -

Wire Drag off Jacksonville Beach - Prelimlnary reduction
of each days data was made using predicted tides for the ~
standard tide gage at Mayport, Fla. from Eastern Daylight
Savings Time.

Tide data for %ll strips was corrected as follows:
High Water (-0% 25M +0.7 ft)
Low Water (-0 18 0.0 ft)

See Attachment II for tide corrections to be applied to .-
actual tides.



SPLITS - There are no splits in the SP-AMC-6-RU/HE-71 -~
project.

GROUNDINGS AND HANGS -~ See Attachment IITI, List of .~
Groundings and Hangs.

GENERAL NOTES - Morning and evening raydist calibrations
at Winyah Bay Entrance were made by running the Winyah
Bay Range A and turning the right angle to Georgetown -
Lighthouse.

Buoy R"4" and Buoy "WRL" were circle calibrated by the
HECK. These buoys were later used as established positions
for checking raydist lane count, ~

Morning and evening raydist calibrations at Mayport, Fla.
were made by running the 3t. Johns Lighthouse - Mayport
Tank range and turning the right angle to Calibration
Building.

Wreck Buoy "WR" was clrele calibrated by the HECK and
later used as an established position for checking raydist
lane count.

CURRENTS ~ Drag strips planned with the use of C&GS Tidal
Current and Tide Tables gave satisfactory results. -

DISCREPANCIES AND COMPARISON WITH PREVIQUS SURVEY AND
CHARTS - See Attachment IV, Item Investigation. -~

PERSONNEL AND EQUIPMENT - During the SP-AMC-6-RU/HE-T1
proJect the ships RUDE and HECK acted as guide and end
vessels, respectively. The RUDE and HECK launches were -~
alternated as the drag tender. Reconnalssance hydrography
was done by the RUDE and HECK strictly for the purpose of
figuring upright settings. This hydrography should not
be used for charting., Cuts to the end buoy and opposite
vessel were made by gyro repeaters. Reonnsissance nydrography wes nef processed or
Smocth plothed. FoThograms were not forwarded.
The distance from the mast to end buoy was 265 meters
when an 800 ft towline was used..-

Standard wire drag equipment was used throughout the survey.
Maximum length of drag used was 9600 feet while 3600 feet -
was the minimum.

Officers onboard during SP-AMC-6-RU/HE-71 work were:
LCDR M.N. Walter, CDR J. Collins, LT G.R. Schaefer,
LTJG A.Y. Bryson, and LTJG M.M. Ethridge.



MISCELLANEOUS - Greenwich Mean Time was used throughout -~
the project.

Two page Typed report at $ront of uolume

See wire drag volume (entry folleowing €—adsy) for descrip-
tlon of wire drag operations conducted on the HECTOR
WRECK .

RECOMMENDATIONS - This survey is considered adequate
with respect to the wire drag requested. -

Submitted by,

TMay T by,

LTJG Max M. Ethridge



APPROVAL SHEET

All records of this survey prior to smooth plotting are
hereby approved. The SP-AMC-6-RU/HE-71 fileld work was
personally supervised by the undersigned, and the boat
sheets and records were inspected daily. This survey .-
is considered complete and adequate for charting. No
additional field work is recommended.

erritt N. Walter

LCDR NOAA
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CONTROL SIGNALS

for Winyah Bay Entrance

ATTACHMENT I -

NAME STATION LAT - LONG SOURCE YEAR
RED WINYAH RAYDIST 33° 13' 31.73" N 1971
ESTABLISHED BY WIRE 79° 12' 09,83" W
DRAG PARTY
GREEN MOORE RAYDIST 328 561 22.62" N 1971
ESTABLISHED BY WIRE 797 39' 28,.97" W
DRAG PARTY
WINYAH BAY RANGE A 33% 11' 33.45" N
FRONT LIGHT 790 10' 0h4,95" W
WINYAH BAY RANGE A 330 11' 33.46" N
REAR LIGHT 79° 10" 31.33" W
GEORGETOWN LIGHTHOUSE 339 13t 20.88" N G-1886 1942
79© 11t 07.01" W
WRECK HECTOR WRECK MARKER 33° 00' 04B"N Temporary puoy on wreck. 1971
BUOY  ESTABLISHED 79° 06' 0BS" VW
BY WIRE DRAG PARTY
WRY WRECK BUOQY "WRA4" 32° 59' 07" N Buoy Tempororily moved by ¢.6. 1971
LOCATED BY WIRE 790 o4v 53" W for Ru/He w.D. 3ee note at ens
DRAG PARTY (A 2 ot Bday in Wire Drag Volume.

Temporary location of wreek bu0y_ This buoy was moved 50 11 would
not interfere with &rot}gmg operations.



ATTACHMENT I

(Continued) -
CONTROL SIGNALS
For Jacksonville Beach
NAME STATION LAT - LONG SOURCE YEAR
MAYPORT TANK 30° 23' 14,14" N
810 24 41.68" W
ST. JOHNS 30° 23' 09.29" N
LIGHTHOUSE 81° 23 53.52" W
CALIBRATION BUILDING 300 231 44,3008 N 1971
ESTABLISHED BY WIRE 81° 23 42.27" W
DRAG PARTY
RED ST. JOHNS RAYDIST 300 23' 09.29" N 1971
ESTABLISHED BY WIRE 81© 23 52,.89" W
DRAG PARTY :
GREEN BOM RAYDIST 299 55t 00.83" N 1971
ESTABLISHED BY WIRE 819 17' 32.45" W

DRAG PARTY



Subject:

Date:

i o,

To:

U.S. DEPARTMENT OF COMMERCE
National Oceanic and Atmospheric Administration

NATIONAL OCEAN SURVEY
Rockville, Md. 20852

September 30, 1971

C3312-229-MCFOB

Hourly Heights off Jacksonville

Chief, Verification Branch
Processing Division
Atlantic Marine Center

I enclose hourly heights for Mayport for July 1971. To
Gogrect tabulated heights to mean low water, subtract
1.62 feet,

Tides at the wreck site, 30°18'N and 81°16'W, occur about
20 m%nutes earlier than at Mayport. The range ratioc is
1.156,

Saul C. Berkman

Aeting Chief, Processing Sectlon
Tides Branch

Oceanographic Division

Enclosures




Date:
Reply to
Atin of:

Subject:

Ta:

U.S. DEPARTMENT OF COMMERCE
National Oceanic and Atmospheric Administration

MNATIONAL OCEAN SURVEY
Rockville, Md. 20852

September 30, 1971

C3312-228-MCFOB

Hourly Helghts for Hector Wreck

Chief, Verifiicatlion Branch
Processi ng Division
Atlantic Marine Center

I enclose hourly heights for Charleston, S.C.,, for July
1971. To correct tabulated heights to mean low water,
subtract 4,34 feet.

Tides at Hector Wreck occur about 45 minutes earlier than
at Charleston. The range ratio is 0,846,

(ﬁ/fiig‘#Ai_ - ufﬁz;ﬂiff%gipihwﬂy,

Saul €, Berkman

Acting Chief, Processing Section
Tides Branch
Oceanographic Division

Enclosures




ATTACHMENT II -
TIDAL NOTE

Winyah Bay Entrance Item

Heourly tide heights were supplied by the Rockville Office
(Chief, Tides Section) for Myrtle Beach, S.C., time
meridian 75° W. Height is ft below mean low water.

Tide corrections recommended by the Rockville Office are
as follows:

In accordance with the enclosed letter of Sept. 30, 1971,

Ref: C3312, tides on Hector wreck were referred to gage at
Charliesten, S,C.

Time correction was =45 minutes
Ratio range correction was 0,846

Jacksonville Beach Items

Hourly tide heights were supplied by the Rockville Office
(Chief, Tides Section), for Daytona Beach, Florida, time
meridian 75° W. Height datum is ft below mean low
water.

Tide corrections recommended by the Rockville Office are
as follows:

In accordance with the enclosed letter of Sept. 30, 1971,
Ref: C3312, tides on the items in the vicinity of Jacksonville
Beach were referred to Mayport gage.

Time correction was =30 minutes

Chief, Verificntion Br., AMC



GROUNDINGS AND HANGS

ATTACHMENT III

All B day strips rejected in Field.

POSIT NO GROUND CLEAR CLEAR
AND DAY EFF BY EFF
LETTER BUOY NO. LAT LONG DEPTH STRIP DEPTH REMARKS
21 ?
1A Strip i 7-8 ©33900'040" T79°06'083" -NONE c2 10 HECTOR WRECK
13 ey 3 Ho HAME o’
JC strip2 e 33900' 040" 79°06'083 1 c2 10 HECTOR WRECK
48 33700040 72°06°' 085" Least depth sounding of 13 obtained by diver Uﬁinﬁ tester.

HECTOR WRECHK

The drag tester is used te determine lift or sag of the bettam wire and consists of a pipe and a groduafed wire.



ATTACHMENT IV
ITEM INVESTIGATION

HECTOR WRECK Source is pre-192%. A small scale chart covering this area already had the wrack charted
whan Chart 12380 Hew (1531} was first constructed in 1928, Sea Chart "Ill-afﬂ"f. (‘.{

The sunken wreck of the ship HECTOR charted at foa

320 59' 50" N 79° 05' 50" W was. located on 22 July

1971 at 33° 00' OHMD“N 79° 06' 083" W with a least depth

of %? ft MLW.

Because of extensive diver investigation the wreck was
cleared in one direction only in accordance with project
instructions. The clearing strip was run on 24 July 1971
with an effective depth of,%? £t MLW. concur

Recommend.the wreck now be charted at 33° 00' O4O'N 4

79° 06' 08%°W and shown as cleared by wire drag to X0
f't MLW.

(\nfr:ch pesition will fall within a Fish Haven with an authorized mimmum depth of 2 H*.(.CL“[?-IJIM@
on Hhe next edition of chart 11531(cld 1238), See curren® char? sTandard.

The wreek is presantly charted as cleared taan atfective depth oF 9t CChart 1531 13 th.ed. Mar. 22/ 80).
1T should be retained as pressmtly charfed.




ATTACHMENT IV
(Continued)

GULF AMERICA WRECE Source. NM 18 1342

a
The sunken wreck of the S/S GUEF AMERICA charted at [
30° 16' 40" N 81° 13' 40" W was investigated with a one-
half mile radius search. The wreck was not located.” .

Gu 1
LCDR Hutto, Commanding Officer of Coast Gaurd Base Mayport,
Florida reported that the mooring chain of Wreck Buoy
"WR" (at its charted location) showed chafing against
metal on the lower end in 1965, when his command, the
USCG SWEETGUM serviced the buoy.

Recommend the charted wreck at 30° 16' 40" N 81° 13' Lo" W
. be removed from charts of the area. =

Thu. Pﬂ&l:i"llﬂ'l"l falls within a F\-a'h Hawven with an authorized miAimum dl.pfh ot 50{'1‘. Chart 1488
lold 1243) 14th Ed. Dec. 22/72

The charted position is cleared to an effectiva depth of 48 #+, (D dﬂ\lj . The wreek s not presently
charted (Chart 1488 [4+h. Ed. Dec.29/79).

Reported 37 ft Sounding siurce:Bp.58043 (Boat Sheet of H-B461)

- The 37 ft sounding charted at 30° 19' 33" N 81° 18' 17" W
was investigated with a one-quarter mile radius search. .
No obstruction was located. Thecharted position was cleared o an etfective deph o
&4£t, (E DAYD
Recommend the 37 ft sounding be removed from charts of .-
the area.concuvn

. Snundu'nta 15 not charted on Chart [1488Lald 124%) 144h ED. Dec . 22/72. Ne attempt was made

to determine when this sounding was removed frem the chart.




ATTACHMENT V -

STATISTICS
DAY STRIP VOL LINEAL SQUARE
DATE LETTER NO. NO. POSITIONS  NAUTICAL MILES NAUTICAL MILES
22 Jul 71 A I I 15 1.4 1.4
23 Jul 71 B NONE I NONE NONE NONE
24 Jul 71 C I I 7 0.7 0.4
24 Jul 71 C 11 I 8 0.8 0.5
27 Jul 71 D I I 3720 1.6 1.9
29 Jul 71 E I I 14 1.3 1.0



VERIFICATION BRANCH
ADDENDUM
Te Accompany

WIRE DRAG INVESTIGATION RN 10-2-71WD

GENERAL

ceiyed

The field requested and recieved registry number H-9259 for this
investigation, Because of the small amount of dragging and the

fact that it was smooth plotted on three smooth sheets, this

survey was treated as a field examination in this office. The
registry number was not used on any of the records as it is believed
it should be returned te Hydre Data Sectien for reissue,

The reqistry numbker, H- 9259, was cancelled Jhig gurvey 13 known as FE 2k {IBTUW D

All field plotting of drag strips was done on paper overlays which
are being forwarded, The Mylar bcat sheets, which are blank, were -
held in this office.

WIRE DRAG RESULTS

Processing of all wire drag records was done by persennel of this _
Branch,

Wire drag on HECTOR WRECK was plotted on sheet designated 1 of 3,
The item was hung at an effective depth of 21 feet and cleared

at 9 feet, A shoal sounding of 13 feet was obtained with the drag-
tester with diver assistance,ccuicu

The drag results appear to be adequate except the effective clear-
ance of the 13 foot sounding should have been deeper, coicur

The investigation of wreck GULF AMERICA was plotted on shect de-
signated 2 of 3, -

The drag cleared the charted location with an effective depth of
Q?anet. If the wreck is located in the charted position it is Wﬁﬁ
assumed that it was demolished, as was customary #n wrecks in
similar depths. A conférmation of this wreckage by a deeper drag

or diver investigation would have been a check on the charted lo-
cation, concuRr

The investigation of the charted 37 FOOT SOUNDING was pletted on
sheet 3 of 3,

The item was cleared with an effective depth of 44 feet,-

Pty

Norfelk, Va. Chief, Verification Br., AMC
Jan, 19, 1972
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ForMm CRGS-746 U.5. DEPARTMENT OF COMMERCE

I{REV. 11-85) EMVIROMMEN TAL SCIENCE SERVICES ADMIMISTRATION
(PRESC. BY COAST AND GEQDETIC SURYEY
HY DROG RAPHIC HAUTICAL CHART DIVISION
MAMUAL 202,
g-04, 7-13)
&l HYDROGRAPHIC SURVEY STATISTICS

HYDROGRAPHIC SURVEY NO. F.E.No,2-1971 WD

RECORDS ACCOMPANYING SURVEY: To be completed when survey is registered,

RECORD DESCRIPTION AMOUNT RECORD DESCRIPTION AMOUNT
SMOOTH SHEET 3 BOAT SHEETS
DESCRIPTIVE REPORT 1 OVERLAYS
DEPTH HORIZ. CONT. ABSTRACTS/S
DESCRIPTION RECORDS RECORDS PRINTOUTS TAPE ROLLS PUNCHED CARDS nggfrﬁé:&'rs
ENVELOPES i
- —
CAHIERS i
VOLUMES
BOXES T

T-S5HEET PRINTS (List)

SPECIAL REPORTS (List)

== OFFICE PROCESSING ACTIVITIES

. The fellowing statistics will be submitted with the cartographer's report on the survey

i AMOUNTS
PROCESSING ACTIVITY PRE-

dEmmcaTion | YTERIFICATION REVIEW TaTALS

"1

POSITIONS ON SHEET

POSITIONS CHECKED

POSITIONS REVISED

DEPTH SOUNDINGS REVISED

DEPTH SOUNDINGS ERRONEOQUSLY SPACED 0O

SIGHNALS ERRONEQUSLY PLOTTED OR TRANSFERRED 0

TIME (MANHOURS)

TOPOGRAPHIC DETAILS

JUHCTIONS

VERIFICATION OF SOUNDINGS FROM
GRAPHIC RECORDS

SPECIAL ADJUSTMEHNTS

ALL OTHER WORK 2 zl
i . TOTALS 7 4 / o
| a FRE-VERIFICATION BY BEGINHING DATE ENDING DATE
| Verificalsea ;
'. VERIFICATION BY Virificaligy Chick By BEGINNING DATE EMDING DATE
Crhondan 0. owaeden. Yo AT . I1L/Z /%l /’fb:hh L/4/Bl /:.’:‘ 10 -&
REVIEW BY HEGIHNIH& DATE EMDING DAJFE

USCOMM-DEC 38271-Pas




JIREV. 11=88)

Form CAGS-F464 U.5. DEPARTMENT OF COMMERCE
£S5
[FRES. BY HY DROGRAPHIC YERIFIER'S REPORT COAST AND GEODETIC SURVEY

MAMUAL, g-24)
HYDROGRAPHIC SURVEY, H = F.E,No,2-1971 WD

INSTRUCTIOMNS - This form serves to identify items of a check list in verification together with items which are separately reported
to the Reviewer. The form is not to be forwarded to the Reviewer. A report, which is prepared for the Reviewer, should identify
items by number and letter and will be filed in the Descriptive Report until the survey is reviewed.

CL - Check List Items: should be checked as having been completed during the verification processes.

R - Report Item: This column refers to those items reported to the reviewer andis used to indicate the items discussed.

Part | - DESCRIPTIVE REPORT CL R Part Il - JUNCTIONS (Centinued) CcL R
Note: The verifier should first read the Descrip- 10. Junctions with contemporary surveys were
tive Report for general information and problems. satisfactory except as follows:
1. The Descriptive Report was consulted, Remarks Required: -- Consider conditions
paragraphs checked if found gu_'[isfa,,c:c.:.}r. and ?fttr adjustments have hc:u_ma.d.e: note ad=- M/A
notations were made in soft black pencil ,, Justments made. Make _sp:clll notes of Butt
regarding action taken. junctions and areas which are SUPERSEDED.

Remarks Required: -- None

2. Soundings originating with the survey and Part IV - VOLUMES
mfﬂtlﬂ“ﬂ.i m the Descript ive Report have 11. All items affecting the plotting of the survey
been verified and checked in soft black which are entered in the remarks columns of
pencil, including latitude and longitude, the sounding records were noted and check
together with position identification. marked. In all cases appropriate action was
Remarks Required: --None taken and exceprions noted in the volumes. -

3. All reference to survey sheers mentioned in Remarks Required: -- None
the Descriptive Report should include registry

number and year. N/A
: 12. Condition of sounding records was sarisfactory
Remarks Required: -- None except as follows:
Part Il - SHORELINE AMD SIGNALS Remarks Required: -- Mention deficiencies in
. 4. Source of shoreline signals completeness of notes or actions for the follow
Remarks Required: -- List all surveys IS
a. Give earliest and.latest dates of photo- N/A (o) rocks
graphs ! (b} line turns
b. Field inspection date (c) position values of beginning and ending of
e. Field Edit date e
d. Reviewed-Unreviewed (d) bar check or velocity correctors
5. The transfer of cmtemfomry topographic {e) time recording
information was carcfully examined and rec- ; {f) notes or markings on fathograms
onciled with the hydrography. N/A . :
; 2 ak (g) was reduction of soundings accurately
Remarks Required: -- Discuss remaining Hone?
differences.
6. The p_lottinp,laf all :rianﬁular.im Is:a:rinns, topo- (h) was scanning accurate?
FUARDIC s S icamiand yc s IR S S H/A (i) were peaks at uneven intervalsmissed?

been checked and noted in processing stamp
Mo. 42 on the smooth sheet. (i} were stamps completed?

Remarks Required: -- None (k) references to adjacent features

7. Objects on which signals are located and Part V - PROTRACTING

which fall outside of the high-water line have 13. All positions verified instrumentally were
been described on the sheet. M/A check marked in color in the sounding records,
and verifier initialed the processing stamp. v

-

Remarks Required: == List those signals still

unidentified. Remarks Required: -- None

Part 11l - JUNCTIONS

Mote: Make a cursory comparison preliminary to 14. The protracting and plotting of all unsatis-
inking soundings in area of overlap. : factory crossings were vernfied. "
B. All junctions of contemporary or overlapping NfA k ireds N/
sheets were transferred in colored ink and Remarks Required: -- None
overlapping curves were made identical.
Remarks Required: -- None 15. All detached positions locating eritical sound-
%. The notation in slanted lectering "*JOINS H=---~ in%s, rocks, buoys, breakers, ubs:mq:{uns,
(19 )" was added in colored ink for all veri- kelp, etc., were verified and the position num=- ¥
fied contemporary adjoining or overlapping N bers are legible.

sheets. Those not verified are shown inpencil.

Remarks Required: == None B e e e

USCOMM=-DC 36272-F&5




Part ¥ - PROTRACTIMG (Centinued)

a general scatement is sufficient.

cL Patt Y1l - AIDS TO NAVIGATION cL
16. The protracting was satisfactory except as 26. All fixed aids located together with those on
follows: the contemporary topographic sheets, have
Remarks Required: -- Refers to prorraceing - been shown on the survey.
in general excepe for specific faults repeared |~ : : NiA
often, or faults in control information, which F‘:emarks Required: == Conflicts of any nature
required considerable replotting or adjustments. listed.
17. The pratractor has been checked within the 27. All floating aids listed in the Descriprive
last chree months. Feport should be verlheii :I?d clbncglced
iced-==T W/ g in soft black pencil, including E}tfmdd_a :
E;T:::tif:gggziber, atesoficheck, rype cliily and longitude and p::rsltmu identification. M /h
Remarks Regquired: -- Nene
Part ¥l - SOUNDINGS
18. All soundings are clear and legible, and eriti-
cal soundings nre a litele larger :h;n adjacent & Fart IX - BOATSHEET
soun dings. K/ 28. The boat sheer was conscantly compared
e with the smooth sheet with reference to
Remarks Required: == None notes, positien of sounding lines and NIA
: supplemental informarion. :
19. Sounding line crossings were satisfactory Remacks Required: -- None
except as follows: N/
Remarks Required: == Discuss adjustments. 29. Heighes of rocks awash were correctly re-
duced and compared wicth topographic infor-
- - macion.
20. The spacingof soundings as recorded in the : ; HlA
records was closely fnl%owed; Remarks Required: -- Note excessive con-
L flicts with topographic information.
Remarks Required: -- None
Part X - GENERAL
s H ; s All information en the sheer is shown in
21. The scanning, reduction, spacing, plotting of 30. ; A y
. i . e : accordance with figures 82 and B3 in the
questionable soundings have been verified. N/ Hydrographic Manual (Pub. 20-2).
Femarks Required: -- None MR
Remarks Required: -- None
22. The smooth plotting of scundings was satis-
factory except as follows:
Remarks Required: — Refer to legibilicy, [ 31. Unnecessary pencil noteshave been
errorsin spacing, and errors in pumbers - buc removed from the sheet. .
not to errers in scanning. v
Femarks Required: -- None
Part ¥l - CURVES 32 Degree, minute values and symbols have
23, The depth curves have been inspected be- been checked; alse electronic distance arcs
fore inking. nA have been properly identified and checked on
Remarks Required: -- By whom was the pen- the smooth sheet.
ciled curves inspecred. v
24. The low-water line and delineacion of shonl Remarks Required: — None
areas have been properly shewn in accordance
with the following:
a. From T-Sheet in dotted black lines
ST 33. The bowom characteristics are adequately
k. From soundings in crange shown, MR
€. :ﬂlﬁsp-hrgﬁxgn::::;osmon of sketched curve Is | 40 Remarks Required: ~=None
d. Approximate position of shoal area net Part X1 - NOTES TO THE REVIEWER
saunded in black dashed
5 . Ived di i ionabl
Remarks Required: -- None 34 E;;ggfn:‘; iscrepancies and questionable W
25. Depth curves were satisfacrory except as : # : £
follows: 35. Motation of discrepancies with photogram-
{This statement should not refer to the NJA metric survey insetted in report of unreviewed NIA
manner in which the curves were drawn). photogrammetric survey or on Copy.
Remarks Required: -- Indicate areas where
curves could not be drawn cempletely because |
of lack of soundings. For some inshore areas 36, Supplemental informatien. F-".-'lﬂl

Verified by |tems mARKED N/A ©ID HOT CONCERN THIS wI1XE DRAG SURVEY.
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RECORD OF APPLICATION TO CHARTS

FILE WITH DESCRIPTIVE REFPORT oF survey no. _F, E.No, 2-1971 WD |

INSTRUCTIONS

A basic hydrographic or topographic survey supersedes all information of like nature on the uncorrected chart.

1. Letter all information.
2. In “Remarks'’ column cross out words that do not apply.
3. Give reasons for deviations, if any, from recommendations made under "'Comparison with Charts" in the Review.
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